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actual storage temperature deter-
mined, and the Reid vapor pressure de-
termined from the sample(s). 

(ii) The true vapor pressure of each 
type of crude oil with a Reid vapor 
pressure less than 13.8 kPa or with 
physical properties that preclude deter-
mination by the recommended method 
is to be determined from available data 
and recorded if the estimated max-
imum true vapor pressure is greater 
than 3.5 kPa. 

(3) For other liquids, the vapor pres-
sure: 

(i) May be obtained from standard 
reference texts, or 

(ii) Determined by ASTM D2879–83, 
96, or 97 (incorporated by reference— 
see § 60.17); or 

(iii) Measured by an appropriate 
method approved by the Adminis-
trator; or 

(iv) Calculated by an appropriate 
method approved by the Adminis-
trator. 

(f) The owner or operator of each ves-
sel storing a waste mixture of indeter-
minate or variable composition shall 
be subject to the following require-
ments. 

(1) Prior to the initial filling of the 
vessel, the highest maximum true 
vapor pressure for the range of antici-
pated liquid compositions to be stored 
will be determined using the methods 
described in paragraph (e) of this sec-
tion. 

(2) For vessels in which the vapor 
pressure of the anticipated liquid com-
position is above the cutoff for moni-
toring but below the cutoff for controls 
as defined in § 60.112b(a), an initial 
physical test of the vapor pressure is 
required; and a physical test at least 
once every 6 months thereafter is re-
quired as determined by the following 
methods: 

(i) ASTM D2879–83, 96, or 97 (incor-
porated by reference—see § 60.17); or 

(ii) ASTM D323–82 or 94 (incorporated 
by reference—see § 60.17); or 

(iii) As measured by an appropriate 
method as approved by the Adminis-
trator. 

(g) The owner or operator of each 
vessel equipped with a closed vent sys-
tem and control device meeting the 
specification of § 60.112b or with emis-
sions reductions equipment as specified 

in 40 CFR 65.42(b)(4), (b)(5), (b)(6), or (c) 
is exempt from the requirements of 
paragraphs (c) and (d) of this section. 

[52 FR 11429, Apr. 8, 1987, as amended at 65 
FR 61756, Oct. 17, 2000; 65 FR 78276, Dec. 14, 
2000; 68 FR 59333, Oct. 15, 2003] 

§ 60.117b Delegation of authority. 
(a) In delegating implementation and 

enforcement authority to a State 
under section 111(c) of the Act, the au-
thorities contained in paragraph (b) of 
this section shall be retained by the 
Administrator and not transferred to a 
State. 

(b) Authorities which will not be del-
egated to States: §§ 60.111b(f)(4), 60.114b, 
60.116b(e)(3)(iii), 60.116b(e)(3)(iv), and 
60.116b(f)(2)(iii). 

[52 FR 11429, Apr. 8, 1987, as amended at 52 
FR 22780, June 16, 1987] 

Subpart L—Standards of Perform-
ance for Secondary Lead 
Smelters 

§ 60.120 Applicability and designation 
of affected facility. 

(a) The provisions of this subpart are 
applicable to the following affected fa-
cilities in secondary lead smelters: Pot 
furnaces of more than 250 kg (550 lb) 
charging capacity, blast (cupola) fur-
naces, and reverberatory furnaces. 

(b) Any facility under paragraph (a) 
of this section that commences con-
struction or modification after June 11, 
1973, is subject to the requirements of 
this subpart. 

[42 FR 37937, July 25, 1977] 

§ 60.121 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

(a) Reverberatory furnace includes the 
following types of reverberatory fur-
naces: stationary, rotating, rocking, 
and tilting. 

(b) Secondary lead smelter means any 
facility producing lead from a 
leadbearing scrap material by smelting 
to the metallic form. 

(c) Lead means elemental lead or al-
loys in which the predominant compo-
nent is lead. 
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